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UPDATE SUBSCRIBER SYSTEM 
LOCATION DATABASE 



T 



ADJUST TRAFFIC SIGNAL BEAM 
WIDTH BASED UPON PHASE 
MISMATCH DETERMINATIONS 

i 



DETERMINE WHICH SUBSCRIBER 
SYSTEMS HAVE MESSAGES 
QUEUED TO BE TRANSMITTED 
AND HOW LONG THE MESSAGES 
HAVE BEEN QUEUED 



GRADE ALL SUBSCRIBER SYSTEMS 
WITH QUEUED MESSAGES 
ACCORDING TO THEIR DRC 



FIND A BEST SERVICE GROUP 
FOR EACH SUBSCRIBER SYSTEM 

WITH QUEUED MESSAGES 
1 



FIG. 7 
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RETRIEVE THE ACCUMULATED 
DELAY COUNTER FOR EACH 
SUBSCRIBER SYSTEM WITH 
QUEUED MESSAGES 



CALCULATE THE 
TRANSMIT PRIORITY FOR 
EACH SERVICE GROUP 



SELECT THE HIGHEST TRANSMIT 

PRIORITY AND SERVE THE 
CORRESPONDING SERVICE GROUP 



ADVANCE THE ACCUMULATED 

DELAY COUNTER FOR 
NON-SERVED SUBSCRIBER 
SYSTEMS AND DECREMENT 
THE ACCUMULATED DELAY 
COUNTER FOR SERVED 
SUBSCRIBER SYSTEMS 
I 
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